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CAUSES & CONSEQUENCES

OF CORROSION



Buildings 
& Car Parks

Engineering Structures

Nuclear & Power Supply
Hydraulic Structures

Industrials

Pools 
& Aquariums

Historical Monuments

NO SECTOR IS IMMUNE TO CORROSION

1st cause of premature ageing for 80%of structures. 
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CORROSION CAUSES

3 conditions must be gathered

Presence of an electrolyte
ốConcrete contains enough water (interstitial solution) to enable 
the passage of current (even when it seems dry)

Presence of an oxidant
ốDissolved oxygen reacts with electrons released by steel to form 
rust (iron oxides)

Steel Depassivation
ố The protective film (passive) of steel is destroyed by 
1. Carbonation of concrete
2. Chloride pollution
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CORROSION CAUSES

1) Carbonation of concrete

CO2 penetration by concrete porosity

Decrease of pH (<9) of interstitial solution

Dissolution of the passive film which initially protected the steel. 
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CORROSION CAUSES

1) Concrete Carbonation

The depth of carbonation can be assessed by spraying a coloured indicator

The phenolphthalein remains purple in uncontaminated areas and becomes transparent in carbonated 
areas

B®ton carbonat®
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CORROSION CAUSES

2) Chloride Pollution

De-icing salts (XD) 

Swimming pool Chlorides (XD)  

Sea spray
(XS1)

Sea water (XS2 & XS3)
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CORROSION CAUSES

2) Chloride Pollution
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Chloride are present in 2 forms : 

Å Free Chlorides : present in the pore solution, they are 
responsible for corrosion initiation. 

Å Bound ChloridesаШĦőĲůŔĦċũũǃШы[ƖŔĲĬĲũќƚШƚċũƣьШŸƖШ
physically (adsorption on hydrates)

The  binding capacity of the cement matrix (isotherm ) 
depends on concrete composition

Free Chloride

Binding Isotherm

[ƖŔĲĬĲũќƚШƚċũƣ

Ciment LaitierCiment Portland



CORROSION CAUSES

2) Chloride Pollution
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Chlorides have a strong oxiding effect on steel. 

Corrosion initiate when free chlorides reach steel in sufficient quantity in a located area. 

This corrosion initiation threshold depends on multiple parameters (Angst & al, 2011)
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CORROSION CONSEQUENCES

Service life in 4 periods (Tutti)

Time

Corrosion Rate

Initiation

Propagation

Degradation

Incubation

Exponential increase in repair costs 
related to damages caused by corrosion

Costs

Effects of corrosion are similar , whatever its origin (chlorides or carbonation)
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Transport of aggressive agents through concrete cover

Duration of the period is variable and function of:
Å Exposition
Å Concrete cover
Å Physicochemical features of the concrete
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Local dissolution of the protective passive layer

Initiation criterion :
Å Chloride: chloride concentration > critical concentration (variable)
Å Carbonation : pH< critical pH ~ 9 

CORROSION CONSEQUENCES

Period 2 : Initiation
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Galvanic cell between active steeland passive steel:

ÅAnodic reaction: &ÅO &Å ςÅ

ÅCathodic reaction: ς(/ / τÅ ᴼτ/(

CORROSION CONSEQUENCES

Period 3 : Propagation
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Formation of expansive corrosion products 

Cracking of the concrete cover

First visible signs of corrosion 
ĄAlert of the project owner

CORROSION CONSEQUENCES

Period 4 : Degradation
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Concrete cover spalling 

Loss of load-bearing capacity and ductility

Brittle failure of the structure

CORROSION CONSEQUENCES

Period 4 : Degradation
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CORROSION

DIAGNOSTIC



CORROSION DIAGNOSTIC

Principes & Objectifs
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Corrosion diagnostic should be able to:

Å Characterize the structure within its environment

Å Confirme corrosion pathology

Å Characterize this pathology (nature, extent and activity)

This information is essential to:

Å Defining a monitoring program

Å Recommending a suitable treatment solution for the 
rehabilitation of the structure

Å Providing input data to the repair and treatment of the structure



v v

Bounding of 
the sample

v

Numerical
Representativeness

Environmental 
conditions

Exposure of the façade to weathering

Opened or enclosed environment

10% to 20% of the structure according to its 
dimensions

Example :
10 balconies analysed over a 100 balconies 
residence
2 columns over a 20 columns garage 

At least one area showing visible 
deterioration (for pathology assessment)

At least one area appearing sound (defining 
ƣőĲШƨƓƓĲƖШũŔůŔƣШŸŉШƣőĲШƚƣƖƨĦƣƨƖĲќƚШĦŸŰĬŔƣŔŸŰь

In practice: 
Å Directly on the 

structure
Å Televisual
Å Drone
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CORROSION DIAGNOSTIC

Inspection of the structure



Ferraillage

B®ton

Pachom¯tre

Scan longitudinal

Enrobage 

Destructive inspection 

Non-destructive inspection (cover meter) 

TWO METHODS
Å Non-destructive: Rebar locator & Radar
Å Destructive: localized exploratory openings 

In practice

What is it for?

Å Spacing and diameter of rebars
Å Position (concrete cover)
Å Total steel surface

Å Assess the extent of the pathology
Å Establish the connections to the rebar
Å Design cathodic protection
Å Reassess the structure
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CORROSION DIAGNOSTIC

Characterization of steel rebars
Rebar locator (cover meter)

Rebar

Concrete

Concrete cover



What is it for?
Å Perform potential mapping surveys
Å The proper functioning of cathodic protection

Exposure of steel and 
connection with an alligator clip

ɋ

Contact m®tallique

COM V

Multim¯tre

B®ton

Armatures

лΦлм
3 METHODS :
Å Indirect: with a reference electrode
Å Direct: between two points
Å Polarization: current injection
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CORROSION DIAGNOSTIC

Electrical continuity

Å Reinforcement mapping (rebar locator, radar)
Å Exposing and cleaning the reinforcement (concrete chipping)
Å Measurement using a high-impedance multimeter

In practice

Multimeter Metallical contact

Rebar

Concrete
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Å Assess and locate the pathology
Å Identify the sampling (origin/pathology activity)
Å Potential gradients (pathology activity)
Å Exclusion of the uncontaminated areas

What is it for?
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CORROSION DIAGNOSTIC

Potential mapping

In practice
Å Measurement of the potential between the rebar and an 

external electrode.
Å Preparing the area: bare concrete, damp, non-dripping
Å Orthogonal mesh, post-processing using a specific 

software. 
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In practice

What is it for?
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Core SamplingCORROSION DIAGNOSTIC

Potential mapping

Å Measurement of the potential between the rebar and an 
external electrode.

Å Preparing the area: bare concrete, damp, non-dripping
Å Orthogonal mesh, post-processing using a specific 

software. 

Å Assess and locate the pathology
Å Identify the sampling (origin/pathology activity)
Å Potential gradients (pathology activity)
Å Exclusion of the uncontaminated areas

Corroded area

Uncontaminated area

Hight

Width

P
ot

en
tia

l



Forme basique

B®ton non carbonat®e

zone de virage 

(pH)

Forme acide

B®ton carbonat®e
Indicateurs color®s

rose8,2 ̈ 10,0incolorePh®nolphtal®ine

bleu9,3 ̈ 10,5incoloreThymolphtal®ine

Å Acidification of concrete: pH < 9
Å All areas in the uncoloured area are carbonated
Å Informs us about the origin and the activity of the pathology

What is it for?
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CORROSION DIAGNOSTIC

Depth of carbonation

Å Measurement on a fresh, cleaned fracture surface or on a core sample
Å Measurement of the depth of carbonated concrete (coloured indicator)
Å Comparison of this depth to the concrete cover of the reinforcement

In practice

B®ton carbonat®
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Å The initiation threshold varies, in particular, with the type of cement
Å Indicates the presence and origin of Cl- (endogenous, exogenous)
Å Provides information on the origin and activity of the pathology
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What is it for?
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CORROSION DIAGNOSTIC

Determination of chloride content

Å Measurement of the chloride concentration profile (free & bound chloride)
Å Comparison of the profile to the critical threshold

In practice
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Å Injection of a current and measurement of a difference in the potential
Å Resistivity describes the opposition of the concrete to the flow of the current

Å Part of the diagnostic evidence
Å Allows structural elements to be grouped during zoning
Å Essential for the design of the treatment

TWO METHODS
Å Onsite: Wenner method
Å In laboratory: on core samples

In practice

What is it for?
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CORROSION DIAGNOSTIC

Other measurement: Concrete resistivity



Å Vibrational excitation of the balcony using an impact hammer
Å Recording the vibrational response followed by dynamic analysis

Å Corrosion degrades the mechanical connections (flexibility)
Å Distinction between sound and degraded balconies
Å High-efficiency method: under 15 minutes per balcony

In practice

What is it for?
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CORROSION DIAGNOSTIC

Other measurements: Vibration analysis
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The whole set of measurements performed enables to recommend the most suitable 
treatment. 

Cathodic Protection
+
Reinforcement
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CORROSION DIAGNOSTIC

Recommendations



CORROSION

TREATMENT



The intervention strategies generally recommended by inspectors в

Traditionnal 
Repair 

Corrosion 
Inhibitors

Dechlorination
& Realkalination

Cathodic
Protection

CORROSION TREATMENT

Repair, but how?
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Å Removal of deteriorated concrete (hammering, chipping tool , hydrodemolition)

Å Replacement of severely corroded rebars (EC2 lap slide length)

Å Cleaning of rebars - Application of a passivating primer

Å Reconstitution of the concrete cover with a repair mortar (NF EN 1504)

Methodology 

Concrete Repair
(source: NF EN 1504-10)

Application of a passivating primer on the 
rebars

Rebar section loss needing steel 
addition

What sustainability?

CORROSION TREATMENT

Traditional repair


